75 (3) cl.,, when t < 200 (8)

Logitudinal sawed joint \ 90 (3Y%) cl., when t > 200 (8)
7.2 m

3.6 m \24 o

6
& (12'-0")

;_
(12°-0") \4

Pavement fabric

SECTION

Subbase

A-A

(TYPICAL 2-LANE WITH SHOULDERS)

12,0 m (40’-0'") Nominal

150
(6)

6.0 m (20"-0") min.

- 12.0 m(40’-0") max.

Pavement fabric 7

Not less than 3.0 m (10'-0") to

Pavement fGDTC\ contraction or expansion joint
Header board

drilled for bars

~

No. 19x900 (No. 6x36)
Tie bars at 375(15) cts.

TRANSVERSE CONSTRUCTION JOINT

a - a

2 Dowel bars at .
300 (12) cts.

a
>

* HH
HH

T
v

contraction joint
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PLAN

| ST I I | [ | | | | | (I | | |
- No. 19 No 6) Tie bars Longitudinal
o+ 750 ¢ cts. ' sawed
’ : > joint
" > 4 < . ! s
. . ' a
N a
/
Transverse
Transverse

contraction joint

GENERAL NOTES

See Standard 420001 for details not shown.

See Standard 420701 for pavement fabric
details.

Al dimensions are in millimeters (inches)
unless otherwise shown.

DATE REVISIONS

1-1-04 [Minor corrections

7.2 m (24’

of joint information.

PCC PAVEMENT

1-1-03 |Corrected ftitle.
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